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Wastewater Treatment Facility Chicken    
Processing Plant Fact Sheet  

 
 

SUPPLIED:    �  Dissolved Air Flotation (DAF), with Recycle Skid �  Static Screen 
   �  Three (3) Chemical Metering Pumps   �  pH Control System 
   �  Automatic Polymer Feed Pump   �  Two (2) System Feed  
   �  Two (2) Air Operated Transfer Pumps     Pumps 
   �  22,000-Gallon Stainless Steel Equalization Tank �  Two (2) Process  
   �  Two (2) Process / Holding Tanks     Mixers & Stands 
   �  Process Control Panel w/ PLC 

  
 PERFORMANCE PARAMETERS: 
 

Parameter
Influent
(Avg)

Effluent
(Avg)

BOD5 (mg/L) 6000 2000
TSS (mg/L) 3000 600
O&G (mg/L) 368 40
pH 6 7
Phosphorus (mg/L) 127 <15  
 
DESCRIPTION: 
Chicken processing operations that involve  
cooking will generally produce a wastewater  
high in loading of fats, oils & grease (FOG), biochemical oxygen demand (BOD) and total 
suspended solids (TSS). In addition, wastewater loadings will vary with every recipe or batch 
produced. This can cause swings in the BOD, with peaks as high as 20,000 mg/L. As part of 
       a complete turnkey package, H2Flow provided a large  
       equalization tank to homogenize the wastewater prior to  
       chemical pre-treatment and DAF clarification. H2flow has  
       experience in chicken processing applications and can supply  
       a system to meet customer needs and requirements.    
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